SIMBOLURI GENERALE
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Sprinkler head (pendant)

INCALZIREA REZERVORULUI DE APA
WATER TANK HEATING
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NOTE / NOTES /N

12. UT Sl STUTUL NO.7 VOR F1 INCLUSE IN FURNITURA REZERVORULUI DE

ABREVIERI (ABREVIATIONS)
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PRODUCATOR. LIT AND ITS NOZZLE NO.7 WILL BE INCLUDED IN TANK'S
FURNITURE BY MANUFACTURER.

13. T Sl STUTUL NO.8 VOR F1 INCLUSE IN FURNITURA REZERVORULUI DE

PRODUCATOR. TT AND ITS NOZZLE NO.8 SHALL BE INCLUDED IN TANK'S
FURNITURE BY MANUFACTURER.

14. SISTEMUL DE INCALZIRE A REZERVORULUI WHS—002 (INCLUZAND

UC—002 S| IZOLATIA TERMICA EXTERIOARA) VA F1 DIMENSIONAT SI

PRE—MONTAT DE FABRICANTUL REZERVORULUI. THE TANK HEATING SYSTEM

ZBA-R  SIGNALMENT-RUNNING PUMP
ZBA-F  SIGNALMENT-FAILURE PUMP
¢/0 CLOSED/OPEN

R/G RED/GREEN

FR
CR
CsS
DS
NC
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EJ

H1
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FLASHING RED

CONTINIOUS RED

CONTINUQUS SOUND

DISCONTINUQUS SOUND

NORMALLY CLOSED

NORMALLY OPEN

FLEXIBLE COUPLING (EXPANSION JOINT)
FIRE HYDRANT

LOUVER

MAC  MANUAL CALL POINT
UC001 CENTRAL FIRE ALARM PANEL
GSA FOAM MAKER

DA

FOAM PROPORTIONER

WFD WATER FLOW DETECTOR (EN 12259-5)
0S&Y OUTSIDE CREW AND YOKE GATE VALVE

A'A

IHS

INDICATING VALVE
INTERNAL HEATING SYSTEM

WHS WATER HEATING SYSTEM (ELECTRICAL)

RO

e

WHS—002 (INCLUDING UC—002 AND EXTERNAL THERMAL INSULATION) SHALL

BE SIZED AND PRE—MOUNTED BY TANK MANUFACTURER.

15. FURNITURA DE SPRINKLERE VA INCLUDE SENZORUL DE CURGERE
WFD-01M ELEMENTELE DE CONDUCTA CU CUPLARE RAPIDA SI SUPORTI

AFERENTL. SPRINKLER FURNITURE SHALL INCLUDE FLOW SWITCH WFD-01,

FAST CONNECTION PIPING ELEMENTS AND THEIR SUPPORTS.

RESTRICTION ORIFICE
LINE LIMIT PIN

DETALIU

ROBINET CU ACTIONARE ELECTRICA
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DESCHIS  INCHIS STOP FAULT
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CODIFICARE LINII (LINE CODING)
CNM-350—Al-001-160C3—-ET

NUMAR LINI — PIPE NUMBER
FLUID VEHICULAT — FLUID THROUGH PIPE
DIAMETRUL NOMINAL - NOMINAL DIAMETER
CLIENT (CONPET MOREM)) — CLIENT (CONPET MORENI)
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16. TOATE INSTRUMENTELE ELECTRICE LIVRATE ODATA CU
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FURNITURILE PACHETELOR TREBUIE SA AIBA PROTECTIA EEXd. ALL
ELECTRICAL INSTRUMENTATION INCLUDED IN FURNITURE SHALL BE

EEXd PROTECTED.

CODIFICARE CONDUCTE (PIPE CODING)

AAA -BB - CCC-DDD - EEE - FFF
AAA = CLIENT (CLIENT)

CNM - CONPET MORENI (CONPET MORENI)
BB = DIAMETRU NOMINAL SAU DIAMETRU EXTERIOR, DUPA
CAZ (NOMINAL DIAMETER OR EXTERNAL DIAMETER, AS THE
CASE

25, 50,100 etc mm
CCC = FLUID VEHICULAT (FLUID THROUGH PIPE)

Al - Apa incendiu (Water)
S8 - Solutie spumanta (Foam solution)
sSC - Spumant concentrat (Foam concentrate)

DDD = NUMAR LINIE (PIPE NUMBER)
Incepand de la 001 (Starting from 001) INSTALATII PSI
EEE = CLASA DE CONDUCTE (PIPE CLASS)

160C3 - PN186; O-otel; C- carbon; Adaos de coroziune - 3

mm
PE100 - PE100 - polietilena de fnaltd densitate cu
rezistentd limitd admisibild (MRS) de 10 MPa ; SDR 11 -
raportul dintre diametrul exterior nominal si grosimea
nominala a peretelui; PN16 - presiunea nominala
FFF =TIP IZOLATIE (ISOLATION TYPE)
VP - Vopsita pentru protectie anticoroziva (Line with
external painting only)
ET - Insotita electric si izolata (Electrical tracing and
heat insulation)
NI - Neizolata si nevopsita (Not insulated and not
painted)

EXEMPLU (EXAMPLE):
CODIFICARE CONDUCTA (PIPE CODING) :
CNM-200-Al-001-160C3-ET

CODIFICARE ECHIPAMENT/ INSTRUMENT A

AAA - B - CCC- D

AAA = CLIENT
CNM - CONPET MORENI
B = CATEGORIE ECHIPAMENT/INSTRUMENT -
P - Pomp3
F - Filtru
V - Vas cu spuma
R - Rezervor
CCC = NR. PROGRESIV
Tncepand de la 001 pentru INSTALATII PSI B
D = SUFIX
ab - Activ
EXEMPLU:
CODIFICARE POMPE MORENI: CNM-P-001,a si

CNM-P-001b —

CODIFICARE ROBINET

AAA - BB - CCC
AAA = CLIENT C
CNM - CONPET MORENI
BB = CATEGORIE
RS - Robinef cu Sertar
RF - Robinef Fluture
RC - Robinet de retinere cu Clapeta
CCC = NR. PROGRESIV —
Incepand de la 001 pentru INSTALATII PSI

EXEMPLU: CNM-RS-001

03

[] s

I’//

02

/ A | g5

01 22.04.2019 | EMIS PENTRU CONSTRUIRE

Florin Pﬁirce u Mnnieéﬁrru Gab. Pantilical E

00 15.02.2019 | PRIMA REVIZIE

Florin [{ﬁ?técu Monica Scurtu|Gab. Panfilical

1

2

REV. DATA DESCRIEREA MODIFICARILOR DESE‘ﬁAT VERIFICAT APROBAT
RIA ENGINEERING & CONSULTING > 1 I 2 | 3 | L|5|6 | 1 | 8|9 |10J N |12 T3|11+ 15‘16
SRL.
100095, PLOIESTI, STR. I L. CONPET NR. PROIECT DESEN NUMAR REV.
A Caragiale, nr.49 5 BibiLp 01 -
N TEL. 0040 264 471659 B.068.017 -PID-
Enginaering & CQn?ﬂing e-mail: of fice@riaengineering.ro %’i‘:E;;‘;-L?:”uig::'-msz'—'ms;::- :’:::&iu::o':p:ia
Tz SRR T Rere SPECIALITATE 17]18]19]20] 21]22]23
DENUMIRE PROIECT a fiteiului Moreni, jud. Dimbovita o FAZA F.
INSTALATIA STATIE DE POMPARE MORENI PT+DE 3
SCARA: Denumire desen NUMAR PAGINA F
- INSTALATII PSI - SCHEMA DE CONDUCTE SI AUTOMATIZARE 2/2
5 6 | 7 | 8



SIMBOLURI GENERALE

ABREVIERI (ABREVIATIONS) CODIFICARE LINII (LINE CODING) CODIFICARE ECHIPAMENT/ INSTRUMENT A
o CNM—350—Al-001-160C3—ET
@ (Centrifugal. punp) ZBA-R  SIGNALMENT-RUNNING PUMP l AAA - B - CCC- D
Robinet cu sertar ZBA-F SIGNALMENT-FAILURE PUMP _ AAA = CLIENT
DRI |Gate valve /0  CLOSED/OPEN . CNM - CONPET MORENI
, ) R/G  RED/GREEN B = CATEGORIE ECHIPAMENT/INSTRUMENT -
Robinet de retinere cu clapefa FR FLASHING RED NUMAR—LI.N.[E;E!EE_N.UHB.EE -
PN check valve FLUID VEHICULAT — FLUID THROUGH PIPE P - Pompa
CR  CONTINIOUS RED - F _ Filtru
IAMETRUL NOMINAL — NOMINAL DIAMETER
Robinet fluture CS CONTINUOUS SOUND v - Vas cu spuma
A BimiL il fip ¥ NO NORMALLY OPEN CCC = NR. PROGRESIV
Robinet cu flotor H1 FIRE HYDRANT D = SUFIX ‘
O P vatve with loating bal L1 LOUVER AAA - BB - CCC - DDD - EEE - FFF ab - Activ
ME ducta insotita electric si izolat WAG WANUAL GALL POINT AAA:CCLS\;\JT (CLICI‘E(;J;I):’ET MORENI (CONPET MORENI)
onducra Insofita elecrric si izolafra - :
UCOD1 CENTRAL FIRE ALARM PANEL EXEMPLU:
80 1B E|actrical tracing and heat insulation BB = DIAMETRU NOMINAL SAU DIAMETRU EXTERIOR, DUPA . &, ;
GSA FOAM MAKER CAZ (NOMINAL DIAMETER OR EXTERNAL DIAMETER, AS THE CODIFICARE POMPE MORENI: CNM-P-001,a si B
D Reductie concentrica DA FOAM PROPORTIONER CASE CNM-P-001,b
Concentric reducer WFD WATER FLOW DETECTOR (EN 12259-5) 25, 50,100 etc mm
: 0S&Y OUTSIDE CREW AND YOKE GATE VALVE CCC = FLUID VEHICULAT (FLUID THROUGH PIPE)
}g{ Hidrant suprateran DN100 PN16 LV.  INDICATING VALVE Al - Apa incendiu (Water) CODIFICARE ROBINET
A/G Hydrant DN100 PN16 IHS INTERNAL HEATING SYSTEM SS - Solutie spumanta (Foam solution)
Sprinkler {pendant] WHS WATER HEATING SYSTEM (ELECTRICAL) SC - Spumant concentrat (Foam concentrate) AAA - BB - CCC
ray , RO RESTRICTION ORIFICE DDD = NUMAR LINIE (PIPE NUMBER) AAA = CLIENT C
Sprinkler head {pendant) Incepand de la 001 (Starting from 001) INSTALATII PSI CNM - CONPET MORENI
s LINE LIMIT PIN EEE = CLASA DE CONDUCTE (PIPE CLASS)
160C3 - PN16; O-otel; G- carbon; Adaos de coroziune -3~ DD = EF)?STEGORIFEQ et o Sert
mm - RODINer cu serrar
INCALZIREA REZERVORULUI DE APA DETALIU PE100 - PE100 - polietilend de Tnalti densitate cu RF - Robinet Fluture
WATER TANK HEATING rezistenta limita admisibila (MRS) de 10 MPa ; SDR 11 - RC - Robinet de refinere cu Clapets
ROBINET CU ACTIONARE ELECTRICA raportul dintre diametrul exterior nominal si grosimea CCC = NR. PROGRESIV ' |
nominala a peretelui; PN16 - presiunea nominala - | ) d de 3 001 fru INSTALATI PSI
@ b L —@ A FFF =TIP IZOLATIE (ISOLATION TYPE) ALERANt e 3 perird
l__ i INCHIS/ LOCAL/ VP - Vopsita pentru protectie anticoroziva (Line with
| DESCHIS INCHIS  STOP  FAULT  DESCHIS  REMOTE LOCAL  exdemal pairiingonly) EXEMPLU: CNM-RS-001
I Hidii PREAPLI 1 m HS HS " Hs N Hs 7~ ZA N ET - Insotita electric si izolata (Electrical tracing and
I j XXX XXX XXX XXX N_Xxx_/] heat insulation)
l Hm OVEREEW/MT ® W = e s NI - Neizolata si nevopsita (Not insulated and not D
i & painted)
| | = | |
| CNM—-R-001 Note 13 | /uC PANOU LOCAL EXEMPLU (EXAMPLE):
001 CODIFICARE CONDUCTA (PIPE CODING):
| 600 M3 oo il i i l CNM-200-A1-001-160C3-ET
| (Net vol.) | N INCHIS  DESCHIS
002 | XA N XA -
| H I =] Noxxx A N_xxx
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PRODUCATOR. TT AND ITS NOZZLE NO.8 SHALL BE INCLUDED IN TANK'S AN N VAN e 0040 204 471659 B.068.017 FF-PID-015 o [
FURNITURE BY MANUFACTURER. S s 13 & Conaaming e-mall: office@riaengineeringro |CONPET S.A. - 100555 PLOIEST), STR. Anul 1848 . 1-3
14. SISTEMUL DE INCALZIRE A REZERVORULUI WHS—002 (INCLUZAND 16. TOATE INSTRUMENTELE ELECTRICE LIVRATE ODATA CU TEL: 0040244 401360 e-mail:conpet@conpet.ro SPECIALITATE 11[18]19]20]21]22]23
UC-002 S| IZOLATIA TERMICA EXTERIOARA) VA F1 DIMENSIONAT Sl FURNITURILE PACHETELOR TREBUIE SA AIBA PROTECTIA EEXd. ALL DENUMIRE PROIECT Modernizare statie pompare CAZA =
PRE-MONTAT DE FABRICANTUL REZERVORULUL THE TANK HEATING SYSTEM ELECTRICAL INSTRUMENTATION INCLUDED IN FURNITURE SHALL BE a fiteiului Moreni, jud. Dambovita ps| -
WHS—-002 (INCLUDING UC—002 AND EXTERNAL THERMAL INSULATION) SHALL EEXd PROTECTED. PT+DE 3
BE SIZED AND PRE—MOUNTED BY TANK MANUFACTURER. INSTALATIA STATIE DE POMPARE MORENI +
15. FURNITURA DE SPRINKLERE VA INCLUDE SENZORUL DE CURGERE SCARA: Denumire desen NUMAR PAGINA | F
WFD—01M ELEMENTELE DE CONDUCTA CU CUPLARE RAPIDA S| SUPORTI
AFERENTI. SPRINKLER FURNITURE SHALL INCLUDE FLOW SWITCH WFD-O01,
Erst CORRECTION BPINE ELENEIDS. A TEIE SLERoRe - INSTALATII PSI - SCHEMA DE CONDUCTE SI AUTOMATIZARE 2/2
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